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Restek Replacement Parts for Agilent HPLC Systems

Capillary Stainless Steel Tubing Assemblies for Agilent HPLC Systems

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Capillary SS Tubing, 130mm x 0.17mm ID, with fittings 1090 01090-87305 ea. 26525
Capillary SS Tubing, 800mm x 0.17mm ID, with fittings 1050 01078-87305 ea. 26526
Capillary SS Tubing, 180mm x 0.17mm ID, with fittings 1100 G1313-87305 ea. 26527
Capillary SS Tubing, 700mm x 0.25mm ID, with fittings 1050 01018-67305 ea. 26528
Capillary SS Tubing, 700mm x 0.25mm ID, with fittings 1050 01078-87306 ea. 26529
Seat Capillary, SS Tubing, 0.17mm ID 1050 01078-87303 ea. 26530
Capillary SS Tubing, 105mm x 0.17mmID — 5021-1816 ea. 26531
Mixing Capillary Assembly 1100 G1312-67302 ea. 26532
Capillary SS Tubing, Valve to Metering Head 1100 G1313-87301 ea. 26533
Capillary SS Tubing, 150mm x 0.17mm ID — 5021-1817 ea. 26534
Capillary SS Tubing, 280mm x 0.17mm ID — 5021-1818 ea. 26535
Capillary SS Tubing, 400mm x 0.17mm ID — 5021-1819 ea. 26536
1/16" SS Fitting, Front and Back Ferrules — 5062-2418 10-pk. 26537

Outlet Ball Valve

Needle Seat Assembly

Lamp, VWD G1314A

Capillary SS Tubing 
with fittings

Mixing Capillary Assembly

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

AAggiilleenntt  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Preventive Maintenance Kit (Includes: rotor seal, 
needle seat, needle assembly, seat cap) 1050 01078-68721 kit 25259
Autosampler Preventive Maintenance Kit (Includes:
rotor seal, needle assembly, needle seat) 1100 G1313-68709 kit 25271
Pump Maintenance Kit (Includes: PTFE frit, outlet cap,
active inlet cartridge, gold disk seal, 2 piston seals,
glass solvent filter) 1050, 1100 G1311-68710 kit 25270
Outlet Ball Valve, Binary Pump 1100, 1200 G1312-60012 ea. 25267
Outlet Ball Valve 1050, 1100, 1200 G1311-60012 ea. 25276
Sieves for Outlet Valve 1050, 1100, 1200 5063-6505 10-pk. 25266
Check Valve Cartridge Assembly 1090 79835-67101 ea. 25344
Piston Seals, Teflon® w/Graphite 1050, 1100, 1200 5063-6589 2-pk. 22482
Piston Seals, Teflon® w/Graphite 1050, 1100, 1200 5063-6589 10-pk. 22483
Piston Seals (Black) 1090 5062-2494 4-pk. 25347
Seal Wash Kit, Binary Pump (4 seals, 4 gaskets) 1100 — kit 25268
Seal Wash Kit (2 seals, 2 gaskets) 1050, 1100 — kit 25269
Wash Seal 1050, 1100, 1200 0905-1175 ea. 25277
Sapphire Piston 1050, 1100, 1200 5063-6586 ea. 25273
Sapphire Piston 1090 6980-0672 ea. 25345
Needle Seat 1050 79846-67101 ea. 25258
Needle Seat 1090 79846-67101 ea. 25348
Needle Seat Assembly 1100 G1313-87101 ea. 25265
Needle Assembly 1100 G1313-87201 ea. 25278
Rotor Seal (not for use with 7125 injection valve) 1050 0101-0626 ea. 25272
Rotor Seal 1100 0100-1853 ea. 25275
Rotor Seal (Rheodyne®-style) 1090 0101-0623 ea. 25349
Frits, PTFE 1050, 1100, 1200 01018-22707 5-pk. 25466
Seal, Gold Disk (outlet) 1050, 1100, 1200 5001-3707 ea. 25467
Outlet Cap 1050, 1100 5062-2485 4-pk. 25139
Outlet Cap & Gold Seal Assembly 1050, 1100 — 2-pk. 25140
Connecting Tube 1050, 1100 G1311-67304 ea. 25058
Bottle Head Assembly — G1311-60003 ea. 25059
Detector Lamp, 1090 DA, 1050 VW/DA/MWD 1090, 1050 79883-60002 ea. 25260
Lamp, DAD G1315A, G1365A 1100, 1200 2140-0590 ea. 25261
Lamp, VWD G1314A 1100, 1200 G1314-60100 ea. 25262
8453 Deuterium Lamp — 2140-0605 ea. 25263
G1321 Fluorescence Detector Flash Lamp — 2140-0600 ea. 25264
Lamp, DAD Long Life Deuterium (2000 hours) 1100 5181-1530 ea. 25399
Helium Tubing, 5m, PTFE, 0.057" ID 1050, 1100 5062-2461 ea. 24990
Injector Lubricant, PTFE, 10g 1050, 1100 79841-65501 ea. 26520

new!

new!

Piston Seals
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Restek Replacement Parts for Beckman HPLC Systems

Restek Replacement Parts for Hitachi HPLC Systems

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

HHiittaacchhii  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
SS Check Valve Cartridges  (1/16" Ruby Ball) 655/6000/6200 AN0-085 2-pk. 25455
Inlet Check Valve Assembly 655/6000/6200 AN0-0833 ea. 25456
Outlet Check Valve Assembly 655/6000/6200 AN0-0834 ea. 25457
Plunger Assembly 655, 6000, 6200, 7100 810-1033 ea. 25458
Plunger Seal L655A, 6000, 6200, 7100 655-1080 ea. 25459
Plunger Seal, Gold 655, 6000, 6200, 7100 655-1080 ea. 25460
Inlet Check Valve Assembly L-7100 AN0-0836 ea. 25461
Outlet Check Valve Assembly L-7100 AN0-0837 ea. 25462
Rotor Assembly for Dilutor Valve AS-7200 Autosampler 810-3085 ea. 25463
Rotor Seal Kit AS-7200, AS-7250 Injection Valve AN0-0818 ea. 25464
Deuterium Lamp, Prealigned L4000, L4200, L4250, L7400 885-3570 ea. 25465

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

BBeecckkmmaann  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee

Inlet Check Valve Assembly
110A&B, 112, 114M, 116, 118, 125,

126, 127, 128 Pumps 240720 ea. 25439

Outlet Check Valve Assembly
110A&B, 112, 114M, 116, 118, 125,

126, 127, 128 Pumps 240721 ea. 25440
Inlet Check Valve Cartridge 
for Check Valve Assembly

110A&B, 112, 114M, 116, 118, 125,
126, 127, 128 Pumps 240620 ea. 25441

Outlet Check Valve Cartridge 
for Check Valve Assembly

110A&B, 112, 114M, 116, 118, 125,
126, 127, 128 Pumps 240621 ea. 25442

Guide Sleeve for Graphite Plunger Guide 110 Series Pumps 243713 ea. 25444
Outlet Check Filter Frit Assembly 110 Series Pumps 240619 ea. 25445
Piston Guide Assembly 110 Series and 112 Pumps 243045 ea. 25446
Plunger 110 Series and 112 Pumps 243053 ea. 25447
Plunger Seal 110 Series Pumps 887138 ea. 25448
Plunger Seal 112 Pumps 236797 ea. 25449

Sapphire Plunger
114M, 116, 118, 125, 126, 127, 128

Pumps 240714 ea. 25450
Plunger Seal 114M, 116, 118, 126, 127, 128 Pumps 241037 ea. 25451
Pump Seal, Gold* 114, 116, 125, 126, 127, 128 Pumps 241037 ea. 25452
Plunger Wash Seal 125, 126, 127, 128 Pumps 728772 ea. 25453
Deuterium Lamp DU60, 62, 64, 65 596791 ea. 25454

*Ultra-high molecular weight polyethylene (UHMWPE).

Outlet Cap and Gold Seal Assembly Tool for Agilent 1050 & 1100 HPLC Systems
Easily install the gold seal into the outlet cap.

Outlet Check Valve
Assembly

Sapphire Plunger

Put Outlet Cap on
male part of 
Assembly Tool.

Push the Assembly
Tool together.

Hold onto Outlet Cap
and pull Assembly
Tool apart.

Put Gold Seal over pin
on male part of
Assembly Tool.

Push the Assembly
Tool together and
press the Gold Seal in
the Outlet Cap.

Pull the Assembly Tool
apart and remove
assembled Outlet Cap
and Gold Seal.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Outlet Cap and Gold Seal Assembly Tool for Agilent 1050 & 1100 HPLC Systems ea. 24989
Seal, Gold Disk (outlet) ea. 25467
Outlet Cap 4-pk. 25139
Outlet Cap & Gold Seal Assembly 2-pk. 25140

Outlet Cap & Gold Seal
Assembly
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Restek Replacement Parts for Shimadzu HPLC Systems

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

SShhiimmaaddzzuu  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Inlet Check Valve LC-6A, LC-10AS 228-12353-91 ea. 25287
Inlet Check Valve LC-600, LC-9A, LC-10AD 228-18522-91 ea. 25295
Inlet Check Valve LC-10ADvp 228-39093-92 ea. 24984
Inlet Check Valve LC-10AT, LC-10ATvp 228-32166-91 ea. 26521
Outlet Check Valve LC-6A, LC-10AS 228-09054-93 ea. 25288
Outlet Check Valve Rebuild Kit LC-6A, LC-10AS 228-11200-91 2-pk. 25289
Outlet Check Valve LC-600, LC-9A, LC-10AD, LC-10AT 228-18522-92 ea. 25282
Outlet Check Valve LC-10ADvp, LC-10ATvp 228-34976-91 ea. 24983
Plunger Seal LC-6A 228-11999-00 ea. 25285
Plunger Seal, Polyethylene LC-10AS, LC-10AT, LC-10ATvp 228-21975-00 ea. 25290
Plunger Seal LC-600, LC-9A, LC-10AD 228-18745-00 ea. 25293
Plunger Seal LC-10ADvp, LC 20AD 228-35146-00 ea. 24980
Plunger Seal, Gold LC-10ADvp 228-32628-00 ea. 24981
Plunger Seal SIL-10ADvp, LC-10ATvp 228-35145-00 ea. 24985
Plunger Rinse Seal LC-10AS 228-28499-00 ea. 25292
Sapphire Plunger LC-6A 228-12904-93 ea. 25286
Sapphire Plunger LC-10AS 228-17019-93 ea. 25291
Sapphire Plunger LC-600, LC-9A, LC-10AD 228-18523-91 ea. 25294
Needle Seal SIL-10A, 10XL, 10ADvp 228-33355-04 ea. 25468
Rotor Seal SIL-10ADvp 228-21217-97 ea. 24986
Rotor Seal Assembly SIL-10A, 10AXL 228-21217-91 ea. 25469
Stator Assembly SIL-10A, 10AXL 228-21220-91 ea. 25470
Syringe, 500µL SIL-10A, 10AXL 228-25237-04 ea. 25471
Plunger Assembly, Ceramic LC-10ADvp 228-35601-91 ea. 25472
Plunger Assembly, Ceramic LC-10ATvp 228-35009-92 ea. 25473
Plunger Assembly, Sapphire LC-10ADvp 228-35601-92 ea. 24982
Deuterium Lamp SPD-6A 062-65056-02 ea. 25283
Deuterium Lamp SPD-10A, 10AV, M20A 228-34016-02 ea. 25284

Restek Replacement Parts for PerkinElmer HPLC Systems

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

PPeerrkkiinnEEllmmeerr  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Inlet Check Valve PE 200, 4, 250, 400, 410, 620 2540177 ea. 25438
Outlet Check Valve PE 200, 4, 250, 400, 410, 620 2540197 ea. 25437

High Pressure Seal Kit
PE Series 200 Pumps--1, 2, 3, 3B, 4,

10, 250, 400, 410, 620, Int. 4000 Pump 2540275 ea. 25433

Standard High Pressure Seal 
PE Series 200 Pumps--1, 2, 3, 3B, 4,

10, 250, 400, 410, 620, Int. 4000 Pump 9907324 ea. 25434
Low Pressure Seal PE Series 200 Pumps 9907339 ea. 25435
Needle PE Series 200 Pumps N2930023 ea. 25432

Deuterium Lamp
PE Lambda--2, 5, 7, 8, 10, 11, 12, 14,
15, 16, 17, 18, 19, 20, 40, 800, 900 B0160917 ea. 25436

Deuterium Lamp PE 200/785A N2920149 ea. 25431

Inlet Check Valve
(cat.#26521)

Paula Zuchowski
Customer Service

Representative
5+ years of service!



H
P

L
C

 A
C

C
E

S
S

O
R

IE
S

Replacement Parts 345

Phone: 800-356-1688 or 814-353-1300
www.restek.com

Restek Replacement Parts for Thermo Separation HPLC Systems

DDeessccrriippttiioonn MMooddeell  ## SSiimmiillaarr  ttoo  SSPP//TTSSPP  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Inlet Check Valve Assembly SP8800 & P-Series Pumps A3495-010 ea. 25474
Outlet Check Valve Assembly SP8800 Series Pumps A3490-010 ea. 25475
Piston SP8800 & P-Series Pumps A3102-010 ea. 25476
Back-up Seal SP8800 & P-Series Pumps A2963-010 ea. 25477
Plunger Seal, Gold Superseal SP8800 & P-Series Pumps A2962-010 ea. 25478
Check Valve and Transducer Assembly P-Series Pumps A3990-010 ea. 25479
Kel-F® Washer P-Series Pumps A2973-010 ea. 25480

Rotor Seal Assembly, Rheodyne® 7010
TSP AS100, 300, 1000, 3000, 3500, 8875,

and 8880 Autosamplers 7010-039 ea. 25481

Syringe Assembly, 250µL
TSP AS100, 300, 1000, 3000, 3500, 8875,

and 8880 Autosamplers A3588-020 ea. 25482
Syringe, 500µL 8800 Series 3301-0100 ea. 25483

Lamp, UV
Linear UV-200, 203, 204, 205, 206, and UV

100, 150, 1000, and 2000 Detectors 9551-0023 ea. 25484

DDeessccrriippttiioonn MMooddeell  ## SSiimmiillaarr  ttoo  TTSSPP  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Check Valve Cartridge LDC Constametric Pumps 900946 ea. 25485
Sapphire Plunger LDC Constametric Pumps 801306 ea. 25486
Plunger Seal Kit, Gold LDC Constametric Pumps 31-36-00754 ea. 25487
Plunger Seal, Black LDC Constametric Pumps 206129001 ea. 25488
Plunger Seal, Gold LDC Constametric Pumps 206156001 ea. 25489

Lamp, Deuterium
LDC SM-I, II, III, 3000, 3100, 3100X, and

4000 Detectors 108035 ea. 25490
Lamp, Deuterium Pre-aligned LDC 3200 and 4100 Detectors 900918001 ea. 25491

Lamp, UV

Piston

Syringe Assembly, 250μL

Restek Rheodyne® Style Replacement Parts for Waters HPLC Systems

DDeessccrriippttiioonn SSiimmiillaarr  ttoo  RRhheeooddyynnee® ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
7010 Vespel® Rotor Seal 7010-039 ea. 25279
7125 Vespel® Rotor Seal 7125-047 ea. 25280
Isolation Seal, 7010 7010-015 ea. 25281

Restek Replacement Parts for Waters Detectors

also available
HPLC autosampler syringes. See ppaaggeess  229966--229977.

*Standard lamps have nominal 1000-hour life.

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

WWaatteerrss  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Window Gasket 484, 486, 490 80335 ea. 25423
Lamp Side Gasket 484, 486, 490 80336 ea. 25424
Quartz Lens 486 80687 ea. 25427
Xenon Lamp (w/o holder or mirror) 470 — ea. 25404
Xenon Lamp 474 — ea. 25405
Deuterium Lamp (UV/Vis) 480, 481 99499 ea. 25403
Deuterium Lamp (UV/Vis) 484 80357 ea. 25406
Deuterium Lamp (UV/Vis) 486 80678 ea. 25407
Deuterium Lamp 996, 2996 WAT052586 ea. 25408
Deuterium Lamp 2487 WAS081142 ea. 25409
Deuterium Lamp, long life (2000 hours)* 486 80678 ea. 25410

For easy access to Rheodyne® fittings, use a ValvTool Wrench—see page 357.

Inlet Check Valve
Assembly

7125 Vespel® Rotor Seal
(both sides shown)
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Restek Replacement Parts for Waters HPLC Systems

*Ultra-high molecular weight polyethylene (UHMWPE).

Inlet Check Valve
Assembly

717 Seal Pack (Rebuilt)
with Needle

Preventative Maintenance
Kit for 717 Autosampler

DDeessccrriippttiioonn MMooddeell  ##
SSiimmiillaarr  ttoo  

WWaatteerrss  ppaarrtt  ## qqttyy.. ccaatt..## pprriiccee
Preventative Maintenance Kit Includes: 
sparge diffuser, filter insert, compression screws, 
SS ferrule, battery for 2690/717, 250µL WISP™ syringe,
seal wash plunger seal kits (2), wash tube seal kits (4),
2690 seal pack rebuild kit (steel bodies not included),
2690 head plunger seal kits (2), solvent reservoir 20µm
filters (4), Alliance® check valve cartridges (2), Alliance®

plunger assemblies (2), 2690 face seals (4) Alliance® 2690, 2695 WAT270944 kit 25143
Preventative Maintenance Kit Includes:
PerformancePLUS™ cartridges (2), sparge diffusers (4),
Super Seals™ (2), solvent reservoir 20µm filters (2),
sapphire plungers (2), reference valve rebuild kit, inlet
manifold kit 600 Pump WAT052675 kit 25144
Preventative Maintenance Kit Includes:  717 seal pack
with needle, filter insert, 250µL WISP™ syringe 717 Autosampler WAT052669 kit 25145
Preventative Maintenance Kit Includes: 
616/326/625 plunger assemblies (2), pump seal kit,
sparge diffusers (4), solvent reservoir 20µm filters (4),
616 cartridge assemblies (4) 616 Pump WAT052672 kit 25146
Preventative Maintenance Kit Includes:
PerformancePLUS™ check valves (2), sparge diffuser,
solvent 10µm filter, sapphire plungers (2), 
plunger seals (2) 515 Pump WAT052587 kit 26519
Inlet Check Valve Assembly M6KA, 501, 510, 515, 590, 600E 33679, 25214 ea. 25360
Inlet Check Valve Housing M6KA, 501, 510, 515, 590, 600E 25203 ea. 25361
Inlet Check Valve Rebuild Kit M6KA, 501, 510, 515, 590, 600E 60495 2-pk. 25362
Outlet Check Valve Assembly (Actuator Style) M6KA, 501, 510, 515, 590, 600E 25030 ea. 25363
Outlet Check Valve Housing  (Actuator Style) M6KA, 501, 510, 515, 590, 600E 25212 ea. 25364
Outlet Check Valve Rebuild Kit (Actuator Style) M6KA, 501, 510, 515, 590, 600E 26016 2-pk. 25365
Outlet Check Valve Assembly (Ball & Seat Style) M6KA, 501, 510, 515, 590, 600E 25216 ea. 25366
Outlet Check Valve Housing (Ball & Seat Style) M6KA, 501, 510, 515, 590, 600E 25207 ea. 25367
Outlet Check Valve Rebuild Kit (Ball & Seat Style) M6KA, 501, 510, 515, 590, 600E 26014 2-pk. 25368
Inlet Check Valve Assembly, 225µL (Extended Flow) M6KA, 501, 510, 515, 590, 600E 60307 ea. 25369
PerformancePLUS™ Check Valve Cartridge M6KA, 501, 510, 515, 590, 600E 700000254 2-pk. 25370
Check Valve Rebuild Kit (Extended Flow) M6KA, 501, 510, 515, 590, 600E 88223 2-pk. 25371
PerformancePLUS™ Check Valve Housing M6KA, 501, 510, 515, 590, 600E — ea. 25372
Check Valve Cartridges Alliance® WAT270941 2-pk. 25373
Super Seal™ for Analytical Heads M6KA, 501, 510, 515, 590, 600E 22946, 22934 ea. 25374
Plunger Seal, Gold for Analytical Heads* M6KA, 501, 510, 515, 590, 600E 22934 ea. 25375
Plunger Seal, Black for graphite-filled Teflon® M6KA, 501, 510, 515, 590, 600E 26613 ea. 25378
Plunger Seal, Black for EF Heads 510, 590, 600E 26644 ea. 25379
Plunger Seal, Gold for EF Heads 510, 590, 600E 26644 ea. 25380
Seal Wash Plunger Seal Alliance® WAT271018 2-pk. 25386
Head Plunger Seal Kit Alliance® WAT270938 2-pk. 25387
Head Plunger Seal Kit (Black) Alliance® WAT271066 2-pk. 25388
Insert Seal Parts Kit M6KA, 501, 510, 515, 590, 600E 60012 kit 25389
Sapphire Plunger M6KA, 510, 590, 600 25656 ea. 25381
Sapphire Plunger (Extended Flow) 510, 590, 600E 60304 ea. 25382
Sapphire Plunger M45, M501 26524 ea. 25383
Sapphire Plunger Assembly Kit M515 WAS207069 ea. 25384
Sapphire Plunger 616, 625, 626 31788 ea. 25420
Sapphire Plunger Alliance® WAT270959 ea. 25385
Pressure Transducer M6KA, M45, 501, 510, 590, 600E WAT060329 ea. 25391
Draw-Off Tube Assembly 510, 515, 600, 610 25470 ea. 25392
Inlet Manifold Kit M45, 501, 510, 590, 600E 60448 kit 25412
Ferrule, Stainless Steel 515 22330 ea. 25417
Wash Face Seal Alliance® 2690 WAT271017 ea. 25428
Wash Tube Seal Kit Alliance® 2690 WAT270940 4-pk. 25429
Rebuild Kit, Reference Valve 600 Pump 25746 ea. 25492
Compression Screws, Stainless Steel Alliance® 2690 — 2-pk. 25493
Battery Alliance® 2690, 717, 486, 484 — ea. 25494
Seal Pack Rebuild Kit, without Seal Wash Tube Assembly Alliance® 2690 WAT271019 ea. 25495
717 Seal Pack (Rebuilt) with Needle 717 Autosampler 4559 ea. 25496
Seal Kit, Pump 616 Pump, 626, 625 31790 ea. 25497
Cartridge Assembly, Stainless Steel 616 Pump 24960 ea. 25498

new!
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ASI Piston Seals for Agilent HPLC Systems
Over time the piston seal in every HPLC system becomes worn and must be replaced. Our piston seals are
constructed of Teflon® material with an additive that reduces their tendency to “cold flow” and improves
their wear characteristics. Teflon® seals are more resistant to any HPLC solvent than UHMWPE seals, but
they are less wear resistant and rugged. For Agilent 1050 and 1100 HPLC systems.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
ASI Piston Seal ea. 25175
ASI Piston Seal 10-pk. 25176

ASI Check Valves
ASI subjects each valve to a rigorous series of tests, including self-priming capability, which means you
typically won’t need a syringe or draw-off valves to prime your pump. A high-pressure test ensures that
the valve will not leak, even at pressures up to 12,000psi (82,737kPa). A low-pressure test verifies that the
valve closes properly, even without a high backpressure force. The cartridge design allows easy, convenient
replacement of worn or damaged valves.

ASI Check Valves for Agilent 1050 & 1100

Inlet and Outlet Check
Valves for Waters

Instruments
ASI Check Valves for Waters Alliance® Model 2690

DDeessccrriippttiioonn MMaatteerriiaall qqttyy.. ccaatt..## pprriiccee
Outlet Check Valve (cartridge and housing) Sapphire & Ruby Ball & Seat ea. 25170
Outlet Check Valve (cartridge and housing) Ceramic Ball & Seat ea. 25173
Outlet Cartridges Sapphire & Ruby Ball & Seat ea. 25171
Outlet Cartridges Ceramic Ball & Seat ea. 25174
Outlet Housing — ea. 25172

DDeessccrriippttiioonn MMaatteerriiaall qqttyy.. ccaatt..## pprriiccee
Inlet and Outlet Cartridges Sapphire & Ruby Ball & Seat ea. 25160
Inlet and Outlet Cartridges Ceramic Ball & Seat ea. 25162

Valves for HPLC 
Our valves have low internal volumes and are rated to 15,000psi (103,421kPa). They feature a 2-piece stem
assembly in which the rotating upper shank is coupled through a ball joint to a static lower stem. Only
fingertight torque is required to make the seal.

In-Line Check Valves for HPLC 
Our 316 stainless steel in-line check valves have a soft seat and 1/16" fittings. Nuts and ferrules are
included.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Two-Way Through Valve for HPLC, 
1/16" Fittings, 1/4-28, Stainless Steel, Includes Nuts and Ferrules ea. 26400
Two-Way Angle Valve for HPLC, 
1/16" Fittings, 1/4-28, Stainless Steel, Includes Nuts and Ferrules ea. 26401
Three-Way Bottom Vent Valve for HPLC, 
1/16" Fittings, 1/4-28, Stainless Steel, Includes Nuts and Ferrules ea. 26402
Side Vent Valve for HPLC, 
1/16" Fittings, 1/4-28, Stainless Steel, Includes Nuts and Ferrules ea. 26403
Dual Stem Three Way Valve for HPLC, 
1/16" Fittings, 1/4-28, Stainless Steel, Includes Nuts and Ferrules ea. 26404
Prime/Purge Valve for HPLC, 
1/4-28 Flanged Seat, Stainless Steel, with Tubing and Fittings ea. 26406
Prime/Purge Valve Repair Kit for Prime/Purge Valve kit 26407

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Check Valve, Soft Seat, for HPLC, 1/16" Fittings, 1/4-28, Stainless Steel,
Includes Nuts and Ferrules ea. 26405

Side Vent Valve
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High-Pressure Frit-Type In-Line Filter
Restek’s high-pressure in-line filter is a stand-alone version of the Trident column protection system,
specifically designed for ease of use, low dead-volume, and flexibility. The filter has a replaceable, PEEK™
encapsulated 316 stainless steel frit with a surface area of 12mm2. The standard frit with 2.0µm porosity
may be replaced with an optional 0.5µm porosity frit. Use of this filter can greatly extend column life,
thereby reducing costs and saving maintenance time. Tubing OD 1/16"; connectors–CPI.

High-Pressure Cup-Type In-Line Filter
This high-pressure cup-type filter can be used in fluid streams operating to 15,000psi (103,421kPa). The
cup-shaped filter elements have a large (2.5 cm2) surface area to give long operating lifetime. Mounted in
screw-type adapters, they are easily removed for cleaning. Normally, backflushing and cleaning in an
ultrasonic bath with an appropriate solvent will restore them. If they become permanently clogged,
replacement elements are available.

Housings and all wetted parts are 316 stainless steel. Filters are packaged with gland nuts and ferrules. A
bulkhead type fitting is available for thru-panel mounting. Tubing OD 1/16"; connectors–CPI.

Low-Pressure Slip-On Inlet Filter for Mobile Phase Reservoir
A type 316 stainless steel tip with a Tefzel® collar seals to a corrosion-resistant type 316 stainless steel 
filter element. The slip-on filter easily attaches to the pump inlet line, without the use of wrenches. The
universal tip accommodates standard Teflon® tubing inner diameters. The cylindrical filter is standard
10µm porosity. 1/8" OD. Fits Altex, ISCO, LDC, Varian, Waters, PerkinElmer, and other pumps.

Low-Pressure CPI Inlet Filter for Mobile Phase Reservoir
A 316 stainless steel knurled cap and Tefzel® CPI ferrule seal to 1/8" OD Teflon® tubing when finger-
tightened onto the precision-machined filter holder. The filter element is replaceable. Standard 10µm
porosity protects delicate pump components from particles but introduces very little pressure drop.
1/8" OD. May be used as a helium sparging diffuser.

DDeessccrriippttiioonn PPoorroossiittyy qqttyy.. ccaatt..## pprriiccee
Frit-Type In-Line Filter 2.0µm ea. 25041
Replacement Cap Frits:  4mm 0.5µm 5-pk. 25023
Replacement Cap Frits:  4mm 2.0µm 5-pk. 25022

DDeessccrriippttiioonn PPoorroossiittyy qqttyy.. ccaatt..## pprriiccee
Cup-Type In-Line Filter 0.5µm ea. 25000
Cup-Type In-Line Filter 2.0µm ea. 25001
Replacement Filter Elements & Seals 0.5µm 2-pk. 25002
Replacement Filter Elements & Seals 2.0µm 2-pk. 25003

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Slip-on Inlet Filter ea. 25008

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
CPI Inlet Filter ea. 25009
Replacement Elements: 10µm filter 2-pk. 25010

also available
Trident Direct high-pressure filter—
protection against particulate matter. 
See ppaaggee  333388 for details.

Flow



H
P

L
C

 A
C

C
E

S
S

O
R

IE
S

F ilters 349

Phone: 800-356-1688 or 814-353-1300
www.restek.com

Mobile Phase Sparge Filter; Inlet Filter
The 2µm helium sparge filter is an inexpensive way to prepare and maintain mobile phases free of dissolved
gas. Both filters are made from 316 stainless steel and PEEK™ and are compatible with most solvents.

Membrane Microfiltration Glassware
47mm filtration apparatus with fritted glass support is recommended for routine filtration of corrosive
liquids and removal of particles from HPLC solvents. The ground joint connection eliminates phthalate
contamination that can occur when using silicone or neoprene stoppers. The support base has a coarse
porosity glass frit and an integral vacuum connection, located above the drip tip to prevent contamina-
tion of the vacuum line with filtrate droplets. Each apparatus includes a funnel, an anodized aluminum
clamp, a 47mm fritted glass support base, and a filtration flask.

Last Drop Filter
The flat filter element sits parallel to the bottom of the mobile phase reservoir, allowing the filter to draw
98% of the mobile phase without drawing air into the system. Conventional cylindrical mobile phase fil-
ters begin to draw air into the system when approximately 10% of the solvent remains in the reservoir.
The Last Drop Filter allows more analyses per batch of mobile phase and helps reduce hazardous waste.
22.1mm OD.

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Last Drop Filter: 2µm ea. 25314
Last Drop Filter: 10µm ea. 25315

DDeessccrriippttiioonn qqttyy.. ccaatt..## pprriiccee
Mobile Phase Sparge Filter: 2µm ea. 25311
Inlet Filter: 10µm ea. 25312
Inlet Filter: 20µm ea. 25313

tech tip
MMoobbiillee  PPhhaassee  AAddddiittiivveess
Mobile phase additives such as triethylamine, trifluoroacetic acid, and ion-pairing reagents can compete with sample ions, decreasing
sensitivity and, in some cases, reducing sample ion intake into the MS. To obtain symmetric peaks and/or sufficient retention, use base
deactivated, state-of-the-art Type B silica packings that minimize the need for additives.

new!

AAllll--GGllaassss  MMiiccrrooffiillttrraattiioonn  AAppppaarraattuuss qqttyy.. ccaatt..##        pprriiccee
300mL Funnel, 1000mL Flask ea. KT953825-0000
500mL Funnel, 2000mL Flask ea. KT953835-0000
1000mL Funnel, 4000mL Flask ea. KT953845-0000
RReeppllaacceemmeenntt  PPaarrttss  ffoorr  MMiiccrrooffiillttrraattiioonn  AAppppaarraattuuss qqttyy.. ccaatt..##        pprriiccee
40/35 PTFE Joint Sleeve 6-pk. KT676001-4035
Flask Cap, 40/35 Outer Joint ea. KT953830-0000
Fritted Glass Support, 47mm, 40/35 Joint ea. KT953826-0000
Glass Funnel, 47mm, 100mL ea. KT953761-0000
Glass Funnel, 47mm, 300mL ea. KT953751-0000
Glass Funnel, 47mm, 500mL ea. KT953771-0000
Glass Funnel, 47mm, 1000mL ea. KT953781-0000
Flask, 1000mL, 40/35 Joint ea. KT953827-0000
Flask, 2000mL, 40/35 Joint ea. KT953828-0000
Flask, 4000mL, 40/35 Joint ea. KT953829-0000
Aluminum Clamp, 47mm ea. KT953753-0000
MMeemmbbrraannee  FFiilltteerrss qqttyy.. ccaatt..##        pprriiccee
Polyproylene Membrane Filters, 47mm, 0.45µm 100-pk. 26396
Polyproylene Membrane Filters, 47mm, 0.22µm 100-pk. 26397
Nylon Membrane Filters, 47mm, 0.45µm 100-pk. 26398
Nylon Membrane Filters, 47mm, 0.22µm 100-pk. 26399

Polypropylene 
Membrane Filters
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